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Table B-4. TM 8-6515-001-24&P, Anesthesia Apparatus

ITEM TO BE INSPECTED
AND PROCEDURE

EQUIPMENT IS NOT
READY/AVAILABLE IF:

ITEM INTERVAL
NO ANAE
&
2
a

Anesthesia unit.

a. Werify that an inventory was
conducted for all components and
accassornies.

b. Ensure that the unit is assemblad
properly.

¢ Inspect the case and stand for
structural damage.

Gas supply equipment.

a. Inspect cylinder adapters and
regulator assemblies for damage.
Verify proper operation,

b. Inspect gas supply hoses for
damage or deterioration.

Control head.

a. Venfy proper operation of the
pressure sensor shuloff valve. Inspect
valve diaphragm for damage or
deterioration.

b, Werify operation of the flowmelers
and flow control valves. Inspect plastic
shiald for damage. Inspect valves for
leaks.

¢. Verify proper operation of the
oxygen flush valve,

d. Verify operation of the non-
adjustable relief valve,

e, Inspact absorber canisters for
damage. Inspact gasket for detenora-
tian.

f. Verify proper cperation of the
inhalation and exhalation check
valves. Inspect valve disks for dirt or
deterioration.

g. Ensure that the breathing circuit
pressure gauge zeros and operates
properly.

h. Inspect the vaponzer for damage.
Inspect gasket for deterioration.
Perform the gas leak test procedures.

Missing components or accessories
preclude praper operation.

Unit cannot be assembled prapery,

Structural damage precludes proper
operation of the anesthesia unit.

Cylinder adapters or regulator
assemblies are damaged or do not
operate properly.

Damage or deteroration exists.

Diaphragm is damaged or valve does
not function properly.

Flowmeters or flow control valves do nol
operate properly.

Valve does not operate properly.
Valve does not operate properly.

Absorber is damaged in any way

Valves do not operate properly.

Gauge does not zero or fails o operate
properly,

Vaporizer is damaged or fails leak test.
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ITEM TO BE INSPECTED
AND PROCEDURE

EQUIPMENT IS NOT
READY/AVAILABLE IF:
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Breathing circuit items.

a. Visually inspect breathing tubes
and fittings for damage or signs or
deterioration.

b. Inspect breathing bags and masks
for deterioration, swelling, lackiness,
of cracking.

Oxygen monitar.

Verify calibration of the oxygen
manitor. Ensure that the monitor
operates property.

Adult rebreathing circuit.

Perform adult rebreathing circuit set-
up procedures and venty operation
by perfarming preliminary adult
rebreathing circuit check procedures,

Pediatric partial rebreathing circuit.

Ferform pediatric partial rebreathing
set-up procedures and vernify proper
operation by performing prefiminary
pediatric partial rebreathing Circuit
check procedures,

Tubes or fittings are damaged

Deterioration exists.

Manitor doas not function properly or is

nct calibrated.

Circuit does not function property,

Circuit does not function property,
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